
Excel Fibre Optic Patch Box

 

Compact Enclosure

One Piece Body

Multimode Adapters Included

Features
 Compact Enclosure One Piece Body 

Multimode Adapters Included ST, SC & LC Variants 

Excel has an extensive range of ST, SC (Duplex) and LC (Quad) patch boxes suitable for wall, floor or desk mounting. With a 
20mm knock out on every side and pre‐drilled fixing holes. Ideal for conduit or cable gland entry this new range allows you to 
select the perfect box to suit your application. The number of ports shown denotes the number of adaptors. SC adaptors are 
Duplex style and offer two fibre connections per port. LC adaptors are Quad style and offer four fibre connections per port. 

Product Overview

 

 



 

Dimensions
ST Patch Box SC Patch Box LC Patch Box Dimensions
4 Port (4 Core) 2 Port Duplex (4 Core) 2 Port Quad (8 Core) 110mm x 110mm x 40mm
8 Port (8 Core) 4 Port Duplex (8 Core) 4 Port Quad (16 Core) 160mm x 160mm x 40mm
12 Port (12 Core) 6 Port Duplex (12 Core) 6 Port Quad (24 Core) 160mm x 160mm x 80mm
16 Port (16 Core) 8 Port Duplex (16 Core) 8 Port Quad (32 Core) 160mm x 160mm x 80mm

Specification
Specification Value 
Operating Temperature Range ‐25°C to +40°C
Storage Temperature Range ‐25°C to +55°C
Relative Humidity ≤ 85% (at +30°C)
Material SPCC
Colour RAL 9002

Supplied Accessories
Accessory Quantity 
12 Way Splice Holder 1
Adjustable Cable Clamp 2
Nylon Cable Tie 10

Part Number Information
Part No. Description
202‐024 ST Patch Box ‐ 4 Port (4 core) ‐ 110mm x 110mm x 40mm
202‐025 ST Patch Box ‐ 8 Port (8 core) ‐ 160mm x 160mm x 40mm
202‐026 ST Patch Box ‐ 12 Port (12 core) ‐ 160mm x 160mm x 80mm
202‐027 ST Patch Box ‐ 16 Port (16 core) ‐ 160mm x 160mm x 80mm
202‐028 SC Patch Box ‐ 2 Port Duplex (4 core) ‐ 110mm x 110mm x 40mm
202‐029 SC Patch Box ‐ 4 Port Duplex (8 core) ‐ 160mm x 160mm x 40mm
202‐030 SC Patch Box ‐ 6 Port Duplex (12 core) ‐ 160mm x 160mm x 80mm
202‐031 SC Patch Box ‐ 8 Port Duplex (16 core) ‐ 160mm x 160mm x 80mm
202‐107 LC Patch Box ‐ 2 Port Quad (8‐Core) ‐ 110mm x 110mm x 40mm
202‐108 LC Patch Box ‐ 4 Port Quad (16‐Core) ‐ 160mm x 160mm x 40mm
202‐109 LC Patch Box ‐ 6 Port Quad (24‐Core) ‐ 160mm x 160mm x 80mm
202‐110 LC Patch Box ‐ 8 Port Quad (32‐Core) ‐ 160mm x 160mm x 80mm

The Excel System Warranty provides a 25‐year product and applications assurance of compliance with the industry 
performance standard appropriate to the class of cabling installed. The warranty may be applied for by an 
accredited Excel Partner who has designed, supplied and installed the said system. 

System Warranty

This document is subject to change without notice. The current version is available from our websitehere.  

S‐Cabling Sp. z o.o.  
ul. Kakolewska 21, , , Leszno, , 64‐100, Poland 
Tel: + 48 65 528 71 99 Fax:  
Email: s‐cabling@s‐cabling.pl Web: www.s‐cabling.pl 

E0211‐Exc‐Fibre‐Patch‐Box‐20120401064336

http://www.excel-networking.com/pdfgenerator/downloadpdf/?PdfPageID=893
http://www.excel-networking.com/pdfgenerator/downloadpdf/?PdfPageID=893
http://www.excel-networking.com/
http://www.excel-networking.com/
http://www.excel-networking.com/
http://www.excel-networking.com/
http://www.excel-networking.com/pdfgenerator/htmlpreview/s-cabling@s-cabling.pl
http://www.excel-networking.com/pdfgenerator/htmlpreview/s-cabling@s-cabling.pl
http://www.excel-networking.com/pdfgenerator/htmlpreview/www.s-cabling.pl
http://www.excel-networking.com/pdfgenerator/htmlpreview/www.s-cabling.pl

